
serial 3 64 115200 57600 0 115200

serial 4 0 115200 57600 0 115200

set rssi_channel = 0

set serialrx_provider = CRSF

set osd_vbat_pos = 2305

set osd_rssi_pos = 129

set osd_link_quality_pos = 2209

set osd_rssi_dbm_pos = 2177

set osd_tim_1_pos = 2401

set osd_tim_2_pos = 2369

set osd_flymode_pos = 2241

set osd_throttle_pos = 2361

set osd_vtx_channel_pos = 105

set osd_current_pos = 2391

set osd_mah_drawn_pos = 2273

set osd_craft_name_pos = 2081

set osd_gps_speed_pos = 2264

set osd_gps_lon_pos = 2129

set osd_gps_lat_pos = 2097

set osd_gps_sats_pos = 2167

set osd_home_dir_pos = 2190

set osd_home_dist_pos = 2200

set osd_flight_dist_pos = 2232

set osd_altitude_pos = 2327

set osd_warnings_pos = 2441

set osd_avg_cell_voltage_pos = 2337

set osd_disarmed_pos = 2411

set osd_flip_arrow_pos = 2113

set osd_core_temp_pos = 2296

set osd_log_status_pos = 2145

set osd_efficiency_pos = 231

save


